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CHARLIE,
CALLING BRAVO, COME
IN, BRAVO. BRAV-

DARN! WHAT'S WRONG
WITH THIS RAPIO?

the antenna could snap off.

Tighten antenna snug to mount

“Fight corrosion by spraying the con-
nector threads with water displacing
compound, NSN 6850-00-142-9389.
The compound repels moisture and cov-
ers the threads with a protective film.
After the spray dries, coat the threads
with silicone compound, NSN 6850-
00-880-7616.

WE'RE THE
GUYS YOU NEED TO
PREVENT CORROSION ON
YOUR ANTENNA MOUNT.

/Look at the cord threaded through
the sections of the AT-271A. If it’s bro-
ken or badly frayed, get your unit re-
pairer to replace it with NSN 4020-00-
281-8439.

Cord frayed or broken? Replace

47

“ Inside the lower section
of the AT-271A is a small
spring that holds the cord
tight. Protect the spring
from moisture and rust

by putting a few drops of
CLP down the lower
section. Get a 4-oz bottle
with 9150-01-079-6124.

A LITTLE
CLP WILL KEEP
MY ANTENNA
SPRING
SPRY.

“An AT-271A
without a tip
cap is just a
pointed spear
waiting to stick
somebody. If
the cap’s miss-
ing, replace it
with NSN
5999-00-259-
5009.
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